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(C) The owner or operator shall iden-
tify:

(1) The critical operating parameters
that affect the emission control per-
formance of the device;

(2) The range of values of these oper-
ating parameters that ensure the emis-
sion control efficiency specified in
paragraph (a)(2)(iv)(A) of this section is
maintained during operation of the de-
vice; and

(3) How these operating parameters
will be monitored to ensure the proper
operation and maintenance of the de-
vice.

(D) The owner or operator shall sub-
mit the information and data specified
in paragraphs (a)(2)(iv) (B) and (C) of
this section to the Administrator prior
to operation of the alternative control
device.

(E) The Administrator will deter-
mine, based on the information sub-
mitted under paragraph (a)(2)(iv)(D) of
this section, if the control device
subiect to paragraph (a)(2)(iv) of this
section meets the requirements of
§ 61.349. The control device subject to
paragraph (a)(2)(iv) of this section may
be operated prior to receiving approval
from the Administrator. However, if
the Administrator determines that the
control device does not meet the re-
quirements of § 61.349, the facility may
be subject to enforcement action begin-
ning from the time the control device
began operation.

(b) Each closed-vent system and con-
trol device used to comply with this
subpart shall be operated at all times
when waste is placed in the waste man-
agement unit vented to the control de-
vice except when maintenance or re-
pair of the waste management unit
cannot be completed without a shut-
down of the control device.

(c) An owner and operator shall dem-
onstrate that each control device, ex-
cept for a flare, achieves the appro-
priate conditions specified in para-
graph (a)(2) of this section by using one
of the following methods:

(1) Engineering calculations in ac-
cordance with requirements specified
in § 61.356(f) of this subpart; or

(2) Performance tests conducted
using the test methods and procedures
that meet the requirements specified
in § 61.355 of this subpart.

(d) An owner or operator shall dem-
onstrate compliance of each flare in ac-
cordance with paragraph (a)(2)(iii) of
this section.

(e) The Administrator may request at
any time an owner or operator dem-
onstrate that a control device meets
the applicable conditions specified in
paragraph (a)(2) of this section by con-
ducting a performance test using the
test methods and procedures as re-
quired in § 61.355, and for control de-
vices subject to paragraph (a)(2)(iv) of
this section, the Administrator may
specify alternative test methods and
procedures, as appropriate.

(f) Each closed-vent system and con-
trol device shall be visually inspected
initially and quarterly thereafter. The
visual inspection shall include inspec-
tion of ductwork and piping and con-
nections to covers and control devices
for evidence of visable defects such as
holes in ductwork or piping and loose
connections.

(g) Except as provided in § 61.350 of
this subpart, if visible defects are ob-
served during an inspection, or if other
problems are identified, or if detectable
emissions are measured, a first effort
to repair the closed-vent system and
control device shall be made as soon as
practicable but no later than 5 cal-
endar days after detection. Repair shall
be completed no later than 15 calendar
days after the emissions are detected
or the visible defect is observed.

(h) The owner or operator of a con-
trol device that is used to comply with
the provisions of this section shall
monitor the control device in accord-
ance with § 61.354(c) of this subpart.

[55 FR 8346, Mar. 7, 1990; 55 FR 12444, Apr. 3,
1990, as amended at 55 FR 37231, Sept. 10,
1990; 58 FR 3098, Jan. 7, 1993]

§ 61.350 Standards: Delay of repair.

(a) Delay of repair of facilities or
units that are subject to the provisions
of this subpart will be allowed if the re-
pair is technically impossible without
a complete or partial facility or unit
shutdown.

(b) Repair of such equipment shall
occur before the end of the next facil-
ity or unit shutdown.
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